CR BIOCLIMATIC PERGOLAS TELECO - EN - 02 - 0623

Order form / quote

CR Bioclimatic Pergolas i« TELECO

Customer number D Order D Quote Work ref.
Name Agency Order number Quantity
Installation location Date Slat colour D P-150 CR
Town Province Telephone Structure colour D P-190 CR

Select number of columns: Circle the letters on the drawing of the columns to be installed.

saxun

by Giménez Ganga

4 columns 3 columns 2 columns slats parallel to wall 2 columns slats perpendicular to wall 1 column
. (Max. P-150: 3600 mm) (Max. P-150: 5000 mm) .
Width (An)  (yax. p-190: 4200 mm) ‘ Lenght (L) (vax. p-190: 6200 mm) ‘ Height (H) ~ (Max. 3000 mm)

Closed columns: Mark on the drawing (*) (**)

Tipologia de drenaje

A Lighting

L D Libre D Solera
/ D Regulacion Columna CR Slats Neutral ~ Cosy RGB

= If Yes, trims will be added to the base of each

ol LED strip [] [] []

Drain direcction Portholes D

Column A B C D Itis not possible to choose both options in Slats.
H
D D D Perimeter LED D D D
Direction of P L:LU

the drains

L ¢ D D ’—‘ Wall Iamps 300 mm. fromthetop
o A4 B1 B2

. ’_‘ C2 C3 D3 D4
L . Mono-emission D D D D D D D D
Al A B C D Bi-emission D D D D D D D D

NN

— Column
‘ D Left Motorisation Right D ‘ 230V H 50 cm from the ground. Cannot be used with free draining column

Do./“A Y "o ) A2 A3 B3 B4 C1 C4 DI
pening

hours Yy Opening direction LT clock‘:‘vri::-;D Columns D D D D D D D D

C3 D3

c2- C ‘404 DZ%‘ D D4

! !
C1 D1

B3 A3
I 1

B2 - B‘HB4 AZH‘A - A4

B1 Al

Columns’ side codes

‘ Equipment

OO0

Sound equipment
Rain and temperature sensor
Heating system

Special slat insulation

Cannot be used for with portholes

‘ Drawings and observations

‘ Administration signature‘

(*) Removable columns must be installed at least 10cm from any walls.
(**) Clearance of 25 cm above the pergola is required to close the column.
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